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BHT PUB-92-004-10 

• MODEL UH-1 H - II 

PERSONNEL LOADING CHART 

TABLE OF MOMENTS FOR PERSONNEL 
POSITION IDENTIFICATION 

NORMAL SEATING 0 ALTERNATE SEATING 

0 ffi02J 0C!ffi(ill] 
lil FWD 

lil 
0 0 0 C!EJ[ili] 

0 ffi02J 
*FOR LITTER INSTALLATION REMOVE 2, 3, 5, 6, AND 7: REPLACE 

MOMENT 100 

Passenger 
Pilot or or Utter 

Weight Copilot Passenger Passenger Attendant PaSienger Passenger Passenger Patient 
ILb) STA46.7 Sta85.0 Sta 105.0 Sta 117.0 Sta 122.0 Sta 139.0 Ste 156.0 Sta 120.0 

• Position - 1 2 3 4 5 6 7 8 

170 79 145 179 199 207 236 265 204 
180 84 153 189 211 220 250 281 216 
190 89 162 200 222 232 264 296 228 
200 93 170 210 234 244 278 312 240 
210 98 179 221 246 256 292 328 252 
220 103 187 231 257 268 306 343 264 
230 107 196 242 269 281 320 359 276 
240 112 204 252 281 293 334 374 288 
250 117 213 263 293 305 348 390 300 
260 122 221 274 305 317 362 406 312 

UH-1H-II-FM-6-7-1 

• Figure 6-7. Personnel moment I 

Rev. 7 6-13 
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